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CONCRETE HEADER

JOINT SEALER & SAW CUT TO BE
USED ON PORTLAND CEMENT
CONCRETE PAVEMENT ONLY
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DETAIL OF
COMBINED CURB AND GUTTER

JOINT SEALER & SAW CUT TO BE
USED ON PORTLAND CEMENT
CONCRETE PAVEMENT ONLY
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L NO. 4 BARS 2'-6" LONG
AT 4'-0" CENTERS

DETAIL OF
24" CONCRETE GUTTER PAN

JOINT SEALING FILLER
(HOT POURED)
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9’ JOINT SEALER TO BE
USED ON PORTLAND CCC CEMEMENT
CONCRETE PAVEMENT ONLY

DETAIL OF
CONCRETE MEDIAN CURB
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NOTES:

ALL CONCRETE SHALL BE L-3500 OR LC-3500

1" PREFORMED EXPANSION JOINT FILLER SHALL BE
PLACED THROUGH ALL CURBS OPPOSITE PAVEMENT
EXPANSION JOINTS OR AS DIRECTED BY ENGINEER
T = THICKNESS OF PAVEMENT

KEYWAY DIRECTION IS OPTIONAL

SECTION C - C
TYPICAL DETAILS OF

CONCRETE MEDIAN NOSE
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